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(7) Unit or stack or common pipe
header operating hours for quarter and
cumulative unit or stack or common
pipe header operating hours for cal-
endar year.

(8) [Reserved]

(9) For low mass emissions units for
which the owner or operator is using
the optional low mass emissions meth-
odology in §75.19(c) to calculate NOx
mass emissions, the designated rep-
resentative must also report tons
(rounded to the nearest tenth) of NOx
emitted during the quarter and cumu-
lative NOx mass emissions for the cal-
endar year.

(10) For low mass emissions units
using the optional long term fuel flow
methodology under §75.19(c), for each
quarter report the long term fuel flow
for each fuel according to §75.59.

(11) For units using the optional fuel
flow to load procedure in section 2.1.7
of appendix D to this part, report both
the fuel flow-to-load baseline data and
the results of the fuel flow-to-load test
each quarter.

(b) The designated representative
shall affirm that the component/sys-
tem identification codes and formulas
in the quarterly electronic reports,
submitted to the Administrator pursu-
ant to §75.53, represent current oper-
ating conditions.

(c) Compliance certification. The des-
ignated representative shall submit a
certification in support of each quar-
terly emissions monitoring report
based on reasonable inquiry of those
persons with primary responsibility for
ensuring that all of the unit’s emis-
sions are correctly and fully mon-
itored. The certification shall indicate
whether the monitoring data sub-
mitted were recorded in accordance
with the applicable requirements of
this part including the quality control
and quality assurance procedures and
specifications of this part and its ap-
pendices, and any such requirements,
procedures and specifications of an ap-
plicable excepted or approved alter-
native monitoring method. For a unit
with add-on emission controls, the des-
ignated representative shall also in-
clude a certification, for all hours
where data are substituted following
the provisions of §75.34(a)(1), that the
add-on emission controls were oper-
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ating within the range of parameters
listed in the monitoring plan and that
the substitute values recorded during
the quarter do not systematically un-
derestimate SO, or NOx emissions, pur-
suant to §75.34.

(d) Electronic format. Each quarterly
report shall be submitted in a format
to be specified by the Administrator,
including both electronic submission of
data and (unless otherwise approved by
the Administrator) electronic submis-
sion of compliance certifications.

(e) [Reserved]

(f) Method of submission. Beginning
with the quarterly report for the first
quarter of the year 2001, all quarterly
reports shall be submitted to EPA by
direct computer-to-computer elec-
tronic transfer via EPA-provided soft-
ware, unless otherwise approved by the
Administrator.

(g) Any cover letter text accom-
panying a quarterly report shall either
be submitted in hardcopy to the Agen-
cy or be provided in electronic format
compatible with the other data re-
quired to be reported under this sec-
tion.

[64 FR 28622, May 26, 1999, as amended at 67
FR 40444, June 12, 2002]

§75.65 Opacity reports.

The owner or operator or designated
representative shall report excess
emissions of opacity recorded under
§75.57(f) to the applicable State or local
air pollution control agency.

[64 FR 28623, May 26, 1999, as amended at 67
FR 40444, June 12, 2002]

§75.66 Petitions to the Administrator.

(a) General. The designated represent-
ative for an affected unit subject to the
requirements of this part may submit a
petition to the Administrator request-
ing that the Administrator exercise his
or her discretion to approve an alter-
native to any requirement prescribed
in this part or incorporated by ref-
erence in this part. Any such petition
shall be submitted in accordance with
the requirements of this section. The
designated representative shall comply
with the signatory requirements of
§72.21 of this chapter for each submis-
sion.
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